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WARREN, NEW JERSEY

Johnson

Pool Inspection Complete

Title

Johnson

Conducted on

8 6thJun,2019 © 9:00 AM EDT

Client / Site
Johnson, 123 Main St. Mainstreet, NJ

Location

123 Main St. Mainstreet, NJ

Prepared by
Michael Dominianni

Pool Inspection Cost

$395

Paid by: Credit Card
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Building Data

Building Data

House

— Photos

Photo 1

Approximate Building Age 50-60 years
Style Split Level
Pool/Spa

Photo 2

Approximate Pool Age 30 -40 years
Main Entrance Faces East
Weather Condition Clear
Temperature
80°

Ground Cover Damp
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Pool/Spa Comments
Pool / Spa Remarks

Scope Of The Inspection

This is a visual inspection of the listed items only; it is not a warranty, guarantee, or certification of the
pool/spa or its equipment. This pool/spa report is a visual inspection and operational test of the above
ground equipment only. Inspection of pool/spa surfaces for leaks or concealed pool/spa components
are not within the scope of this inspection.

Marsite and plaster coatings are considered cosmetic and discoloration is typical. Marsite tends to
discolor and pit over time.

The pool was not drained for the inspection. It is not possible to check the filtering system for its
efficiency or if leaking is occurring. If you have concerns as to the functioning capabilities or life
expectancy of the pool components, it is recommended that a pool specialist perform the needed
inspection.

Pool Safety Tips

Fence the pool and install self-closing and self-latching gates that are out of reach of children.
Secure all doors and windows leading to the pool area.

Keep rescue equipment by the pool.

Place tables and chairs away from the fence to prevent children from climbing into the pool area.

Keep a telephone by the pool so you don't have to leave children unattended while answering a telephone
inside the house.

Do not use flotation devices as substitutes for supervision.

Keep toys away from the pool. A young child playing could accidentally fall into the water.
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Swimming Pool/Spa

Pool

Pool 1

Pool Name

Johnson Pool

Pool Type
Type In Ground
Structure Material Vinyl/Plastic
— Photos
Photo 3 | Photo 4 Photo 5
Pool Area
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Area around pool Concrete

— Photos

hoto 6 Photo7 Photo 8 Photo 9 v Photo 10

Photo 11

Condition Marginal
. Yes, Recommend removal of
Diving Board o
driving board
— Photos

Photo 12

Fencing Yes

— Photos

Photo 13 " Photo 14

Height
4|
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Gates (operators) appear operational

— Photos

Photo 15

Photo 16

Pool Surface/Liner

Water Clarity Clear
Visible cracks or damage

— Photos

Photo 17

Area beneath diving board Satisfactory

Heater

Heater

— Photos

Photo 18

Filter (s)
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Diatomaceous Earth

Photo 19 h Photo 20 T Photo 21
Operated Yes
Photo 22 ' Photo 24
Rusting No
Bonding Wire Yes
— Photos
Photo 25
Leaks Observed No
Electrical
GFCI Present Yes
Operates Yes
Pool Lights
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General Comments

Recommend Pool Specialist Examine Yes

Pool:

The fiberglass stairs are starting to crack on the corners above the water line. This cracking will progress
and become worse in the future. Monitor for future repair or replacement of these stairs.The concrete
walkway and patio around the pool has some minor cracking. Recommend a mason evaluate for repairs.
There are old metal grommets embedded in the concrete surround for a previous Loop Loc cover. The
owner disclosed that the Loop Loc cover has been discarded. Recommend removing the old grommets
and filling holes if no longer using this type of cover.

The pool vinyl liner is in satisfactory condition has some rippling occurring in the shallow end. Rippling
can cause unnecessary wear in these areas. Recommend a pool company repair to lesson the likelihood
of a worn liner.

The fence is not supported by a top rail on the south side of the pool. The gates do not self close to the
area. These are safety concerns that may allow unwanted small children from entering the pool.
Recommend a fencing company examine and repair as needed. Consider installing alarms for the doors
that communicate with the backyard to prevent small children from entering the pool area.

Diving boards are a main cause of injury around and in pools. We recommend they be removed.
A closed off gas line is present for a past gas pool heater.

The pump pressure was adequate at all intake ports.

The electric wiring to the pool pump is repaired with electrical tape. There is an open wire near the back of
the filter that may have been present in the past for a heater. Recommend a licensed electrician examine
both of these wires and repair / terminate open wiring as needed.

The pool is operated with a timer located in the garage. It is recommended that a pool operate at least 8
hours a day, 10 hours a day in warmer weather.
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Photos 25 Photos

Photo 3 Photo 4

Private & Confidential ~ Page 10/16



Photo 5 Photo 6

Photo 7 Photo 8
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Photo 11 Photo 12
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Photo 13 Photo 14

Photo 15 Photo 16

Private & Confidential ~ Page 13/16



Photo 17

Photo 19 Photo 20
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Photo 21

w4
Photo 23 Photo 24
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Photo 25
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