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Sewer Line Inspection Report

Title: Johnson Sewer Pipe Inspection

Site Address: 123 Main St. MainStreet, NJ
Date: 06/17/16

Prepared By: Michael J. Dominianni

Cost: $295.00
Paid for by: Check

Disclaimer: The report is based on matters which were observed or came to the attention of the
inspector during the day of the inspection and should not be relied upon as an exhaustive record
of all possible risks or hazards that may exist or potential improvements that can be made. This
report is for this client only and should not be relied upon by other parties.

Evaluation : The purpose of this inspection is to prevent unexpected costly repairs before buying
the house/verify whether the pipe has damage,misaligned or off-set pipe joints, low areas, or
foreign objects/blockages. This inspection was performed for sewer pipe lines only. Sewer lines
are part of the drainage system that extends from the end of the building waste pipeline and
conveys its discharge to a public sewer, private sewer, individual sewage disposal system or
other point of disposal. The findings of this inspection are based on the opinions and education
of the inspector and reflect the conditions discovered at the time of the inspection only. The
inspection report is narrative with pictures of defects. Each defect is described, given an
approximate distance from the specific clean-out, explain the cause of problem, and the solution
to the problem. General limitations and exclusions are also noted in the report.



BUILDING INFORMATION

| Building | []None
Building: [ ] Condo/Townhomel[y] Single Family ~ [_| Multi Family [ ]office
I:I Empty Lot
Occupied: [ _]Yes No [ ] Unknown
| Sewer Pipe | [ ]Not Visible
Sewer Pipe Material: [v']Cast fron [ ]pvc [ ]ABS [ ] Galvanized
|:|Lead |:| Orangeburg Clay |:| Copper
Pipe Size: [ ]<3” 13 /14" Cls” [e
Cleanouts Every 75’ ':I Yes IZINO, Recommend Installing
[ ] Yes, but Hidden Underground
2 Way Sewer Cleanout []Yes [VINo [ JUnknown
Sewer Backflow Preventor ':I Yes IZINO I:IUnknown
Whole House Trap IZI Yes EINO l:IUnknown

*Whole house traps can clog and might need to be cleaned routinely or
flushed to keep debris out. These are recommended to be removed.

*Sewer cleanouts are recommended to be installed every 75' and have
ground level access. Having these installled will allow for easier
servicing/cleaning of the sewer line in the future.
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VIDEO EVALUATION

| Video | [INone
Access Location: Basement Whole House Trap Cleanout

Video Website: https://youtu.be/anW0OU8gFQ6k

Was Entire Pipe able to be Inspected:
El Yes IZI No

Reason:Roots at 14' preventing camera

| Pipe Condition: |
Overall Condition: [ ]Satisfactory [ _]Satisfactory with Concerns [_|Marginal  [¥/]Poor

Collapsed: [Jves [V]No [ JUnknown

Roots: V] Yes [INo [ JUnknown

Tree root intrusion into sewer lines is an amazingly common problem. Tree roots naturally seek out the best source
of moisture and are attracted to the limitless supply of waste water found in sewer lines. Roots enter through any
joints or gaps in between pipes. As they draw moisture from the sewer line, these roots not only multiply but expand -
which over time leads to structural decay of the pipe and eventual collapse. This can/will cause blockages and
should be repaired by a plumber/pipe cleaning professional. If measures are not implemented to stop the root
growth, it is likely roots will intrude again into this pipe or even cause disconnects or collapses.

Obstructions: [/]Yes [ ]No [ JUnknown  Type: Roots

Sewer cleaning professionals have a variety of tools at their disposal for clearing sewer blockages/obstructions. One
such tool is an auger, which is similar to a sink or toilet auger but is much longer and power-assisted. Another useful
tool is a high-pressure water jet capable of developing a pressure of 4,000 psi to literally blow the obstructions down
the line. Many times; roots, improper sewer pipe pitch, install, disconnects, collapses, corrosion etc. can cause
blockages in the sewer pipe. Once the blockage is cleared, it is recommended to have the pipe re-evaluated to see if
are causing blockages.

Misaligned:  [_] Yes [V]No [ JUnknown
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Cracked: [ves [INo [ JUnknown

Corroded: [Jyes []No [ Junknown
Scale Buildup: [ ves [INo [ JUnknown
Sag/Low Spot: [ _Yes [VINo [lUnknown
Leaking Pipe: [/]Yes [No [ JUnknown

A leaking clay pipe joints should get repaired by a licensed plumber. This can be performed by either excavating the
location and replacing/repairing the section of plumbing that is leaking, or, depending on plumbers’ expertise and
equipment, the pipe can be lining. A leaking joint is an area that will attract root intrusion or environmental hazard.
In severe cases, sewer smells might be observed in the yard.

Channeling: [ ]Yes  [/]No [ ] Unknown

Inspectors Remarks:

Roots will continue to grow clogging the sewer pipe and blocking waste and toilet paper. This
should be cleaned, and repaired. A pipe liner could be installed to seal joints once roots are
removed, or sections of clay pipes can be replaced with PVC pipe by digging and replacing in the
yard.
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GENERAL SEWER LINE
MAINTENANCE SUGGESTIONS

| Remarks |

Treat the sewer pipes with an enzyme-based drain cleaner on a regular basis by pouring it down a
fixture nearest the sewer- It will dissolve clogs resulting from the buildup of hair, grease, and dirt safely
without harming the environment. Avoid pouring grease down any drain, putting hair or solid objects
down the drains or flushing them down the toilet, or anything that isn't biodegradable. Clear the waste
system periodically by filling tubs and sinks with water, then opening all the drains at once while you flush
all the toilets at the same time- the large flow of water can flush away clogs that have begun to form in the
drain lines before they have a chance to block the pipes. (This will only work for blockages cause by
objects stuck within the plumbing. This will not work for root intrusion or other plumbing issues)

Most homeowners are not aware that they are typically responsible for all of the costs associated
with repairing damaged water or sewer service lines that run from their building’s exterior to the municipal
service lines in the street. These repairs are not covered by most homeowner’s insurance policies and can
cost thousands of dollars. There are several insurance companies that have sewer and water line insurance
policies that cover plumbing repairs if an issue occurs in the future. It is recommended to have a sewer line
insurance policy if issues were noted in the report.
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